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For parts out of the one-year free warranty period, you shall bear all the costs, including the
round-trip freight and miscellanecus duties for shipping parts.

m Disclaimer

DSl shall not assume patent liability for the use of the information contained herein, and shall
not be liable for any damages arising from the use of the information contained herein. DSI shall
not be liable for any loss or consequence caused by the misuse, abuse or unauthorized modifi-
cation, repair or change of DSl temperature measurement products purchased by users, or failure
fo strictly abide by the operation and maintenance instructions of DSI products.

Part 2: Product Infroduction

Temperature Face

Measurement Recognition

Mask

Alarms - -
Detection

m Product Overview

- High-performance, high-reliability, and high-stability Android system

« Cutting-edge deep learning algorithm used as the core
- Standard local 20,000 faces database, face recognition
accuracy > 99.97%, recognition speed < 100 ms

« Binocular living anti-counterfeiting, preventing photo and video decepfions

- 8-inch A-gauge LCD, projected and capacitive touch screen technology, and full-screen
operation interface

- Adopt 2 million intelligent wide dynamic sensor face recognition camera

« 2 million intelligent wide dynamic sensor, which supports strong light, backlight, and dark
complex light environments

+ Body temperature measurement, temperature display, and automatic alarm generation for
abnormal temperatures

« Infrared and TGB double light compensation, and weak light identification without interference
- Optional wired/Wi-FI/4G communication

» Multi-language broadcasting
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m Product Specifications

Operating system Android 7.1.2

Camera 2 million wide dynamic, live dual cameras, strong backlight resistance
Touch screen Capacitive touch screen, 8-inch A-gauge LCD (16:10)

Display resolution 1280 x 800

CPU Quad core RK3288 ARM-A17 1.8GH, GPU:Mail-T7 64

Memory: 2G Storage: 8G

Authentication mode  Face recognifion, tfemperature measurement, optional IC card, |ID card

Measurement range 35.5C - 42C (Non-medical product features)

Temperature
Accuracy.0.5%C

measurement
Face Distance:30CM—50CM

accuracy

Storage capacity 20,000 faces database and 150,000 records

External interface USB RJ45 RS232 TIL reset switch, Wi-Fi antenna interface,
Brake machine interface

Operating voltage 12V DC £20%

Communication mode Wired network, Wi-Fi, optional 4G

Wall-rounted, desktop, vertical type for adulis, vertical type for kids

Installation mode Wall-mounted, vertical bracket, desktop bracket, gate installation

The function of measuring temperature of this product is not a medical product,
it is only used by quick checking of human body temperature! After the machine

starts up, the temperature measurement module needs to be preheated for 15
minutes before it can enter the normal temperature test!

m Electrical Perfformance

Input power 110-240VAC Qutput power 12V, 5 ADC
Standby power consumption | <0.5W Speaker power & ohm, | W
Rated power consumption <20W

m Work Environment

Operating temperature | 10°C-30°C Operating humidity 0%-90% RH
Storage temperature 10°C-30°C —10°C to +60°C 0%—65% RH
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m Port description

USB2.0
12V Power Supply o}

Reset Button

HOUT T EHE

Switching Signal con [ﬂ I

Wiegand Input :::'.".:'-:;.f G I G
Wiegand Output  w% I'.{
232 Signal 1
RJ 45 Comb

s Body Temperature Display

Normal temperature Abnormal high temperature
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m Application Scenarios

The machine is used for quick temperature reading and face recognition in schools, cinema,
communities, supermarkefs, checkpoints, subway stafions, customs ports, cirports, stafions and
other places.

Communities Factories Companies

® 6

Stations Airports

BY

Construction Supermarkets
srdik

® E

Banks Hotels Exhibitions Library

m Installation Modes
Wall-Mounted

44.5mm

238mm
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Installation Modes

Desktop Vertical 1275 _
415

|

LI

1392
1100

1441.5

[ T g = =

A Notes 22

1. When using the product to measure temperature, the personnel should pay attention to: the

forehead of the person is dry without water, and the forehead has no hair and no clothes and
hats to cover; The product should be placed in an indoor environment with no wind or bright
sunlight, and away from air conditioning, electric heating and other temperature control equip-
ment.

2. The equipment shall not be placed in @ humid environment. Outdoor equipment shall be
equipped with a damp proof cover. Wet use environment will accelerate the rapid aging of
electronic components, thus reducing the service life of the product, resulting in damage of
components with damp.

3. Do not place the equipment under the environment of strong ultraviolet ray and direct sun-
light. When the temperature is higher than 30°C, ultraviclet and high temperature iradiation of
the screen will accelerate the deflection of liquid crystal molecules, the screen will accelerate
the aging, when the outdoor temperature is higher than 30°C to move to the indoor or sunshade
treatment.

4. When the air temperature is lower than 10°C, the screen may not work properly due to the
deflection of liquid crystal molecules. It is recommended not to use this machine below 10°C.

The recommended ambient temperature

of this product is 10-30°C and the humidity

is 10%-80%.
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